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Luminaria Ensayo Lampara
Cdodigo CONTINUA 39W TABAC Caodigo CONTINUA 39W TABAC Cadigo TL5 HO sup80 39W/840
Nombre Aplique 39W T5 difusor tabac NombreAplique 39W T5 difusor Tabac Numero 1
Familia - MARSET Fecha 25-10-2010 Posiciéon Universal
Eficiencia 38.53% Sist. de Coorden. C-G Flujo Total 3100.00 Im
Valor Maximo 134.55 cd/klm Posicion C=0.00 G=0.00 Asimétrico
Flujo Total=3100.00  Flujo Luminaria=1194.28
RI 0.60 0.80 1.00 1.25 1.50 2.00 2.50 3.00 4.00 5.00 10.00 20.00
DRR 0.38 0.45 0.52 0.59 0.64 0.71 0.76 0.80 0.84 0.87 0.93 0.96
RC 4 4 4 4 4 4 4 4 4 4 4 4
Flujo Zonal por 1000 Lumenes
Y° 10 20 30 40 50 60 70 80 90 100 110 120 130 140 150 160 170 180
ZF(Y) 12 43 82 120 155 184 205 218 225 231 242 262 288 317 344 366 380 385
Caédigos de Flujo C.1.E.
56 82 95 58 39
C.LE. 4 LOR 38.52513 %
D DIN 5040 C41 ULOR 16.01703 %
F UTE 0.231+0.16 T DLOR 22.50810 %
B NBN BZ3/1.25/BzZ4 UFF 41.57554 %
RN 41.57554 % DFF 58.42446 %
BLF 1.0 FFR 71.16118 %
ZF
100% Flujo Zonal
Gamma [°] Flujo [Im] Suma [Im] Flujo [%] Suma [%]
0° 0.00 0.00 0.00% 0.00 %
5° 3.14 3.14 0.82 % 0.82 %
10° 8.85 11.99 2.30 % 3.11%
15° 13.72 25.71 3.56 % 6.67 %
20° 17.36 43.08 451 % 11.18 %
25° 19.13 62.21 4.97 % 16.15 %
30° 19.65 81.86 5.10 % 21.25%
75% 35° 19.55 101.41 5.08 % 26.32 %
40° 18.95 120.35 4.92 % 31.24 %
45° 17.94 138.30 4.66 % 35.90 %
50° 16.73 155.02 4.34 % 40.24 %
55° 15.25 170.28 3.96 % 44.20 %
60° 13.53 183.80 351 % 4771 %
65° 11.62 195.42 3.02% 50.73 %
70° 9.52 204.94 247 % 53.20 %
75° 7.42 212.36 1.93% 55.12 %
80° 5.63 217.99 1.46 % 56.59 %
50% 85° 4.07 222.07 1.06 % 57.64 %
90° 3.01 225.08 0.78 % 58.42 %
95° 2.61 227.69 0.68 % 59.10 %
100° 3.00 230.68 0.78 % 59.88 %
105° 4.51 235.19 117 % 61.05 %
110° 6.75 241.94 1.75% 62.80 %
115° 9.02 250.95 2.34% 65.14 %
120° 10.92 261.88 2.84% 67.98 %
125° 12.48 274.36 3.24% 71.22 %
130° 13.62 287.99 3.54% 74.75 %
25% 135° 14.31 302.29 371%  78.47%
140° 14.49 316.78 3.76 % 82.23%
145° 14.13 330.91 3.67% 85.90 %
150° 13.24 344.15 3.44 % 89.33 %
155° 11.85 356.00 3.07 % 92.41 %
160° 10.12 366.12 2.63 % 95.03 %
165° 8.17 374.29 212 % 97.15 %
170° 6.02 380.31 1.56 % 98.72 %
175° 3.69 384.01 0.96 % 99.68 %
0% v 180° 1.25 385.25 0.32% 100.00 %
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