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Luminaria Ensayo Lampara
Cddigo CONTINUA 39W C. COTO Caddigo CONTINUA 39W C. COTO Cadigo TL5 HO sup80 39W/840
Nombre Aplique 39W T5 dif cintes coto NombreAplique 39W T5 dif cintes cotd Numero 1
Familia - MARSET Fecha 25-10-2010 Posiciéon Universal
Eficiencia 59.05% Sist. de Coorden. C-G Flujo Total 3100.00 Im
Valor Maximo 144.41 cd/klm Posicion C=270.00 G=5.00 Asimétrico
Flujo Total=3100.00  Flujo Luminaria=1830.61
RI 0.60 0.80 1.00 1.25 1.50 2.00 2.50 3.00 4.00 5.00 10.00 20.00
DRR 0.29 0.37 0.43 0.50 0.55 0.63 0.68 0.72 0.78 0.81 0.89 0.94
RC 5 5 6 6 6 6 6 6 6 7 7 7
Flujo Zonal por 1000 Lumenes
Y° 10 20 30 40 50 60 70 80 90 100 110 120 130 140 150 160 170 180
ZF(Y) 13 46 92 143 193 241 281 313 338 360 387 423 463 503 539 567 585 591
Caédigos de Flujo C.1.E.
44 71 89 57 59
C.LE. 5/5/6/6/6/6/6/6/6/7/7/7 LOR 59.05193 %
D DIN 5040 C31 ULOR 25.23998 %
F UTE 0.34J+025T DLOR 33.81195 %
B NBN BZ5 UFF 42.74201 %
RN 42.74201 % DFF 57.25799 %
BLF 1.0 FFR 74.64812 %
ZF
100% Flujo Zonal
Gamma [°] Flujo [Im] Suma [Im] Flujo [%] Suma [%]
0° 0.00 0.00 0.00% 0.00 %
5° 3.29 3.29 0.56 % 0.56 %
10° 9.32 12.61 1.58 % 2.13%
15° 14.75 27.36 2.50 % 4.63 %
20° 19.14 46.50 3.24% 7.87 %
25° 21.94 68.43 3.71% 11.59 %
30° 23.76 92.20 4.02 % 15.61 %
75% 35° 24,98 117.18 4.23 % 19.84 %
40° 25.52 142.70 4.32 % 24.16 %
45° 25.53 168.23 4.32 % 28.49 %
50° 25.14 193.37 4.26 % 32.75%
55° 24.31 217.68 4.12% 36.86 %
60° 22.99 240.67 3.89 % 40.76 %
65° 21.32 262.00 3.61% 44.37 %
70° 19.31 281.31 3.27% 47.64 %
75° 17.03 298.34 2.88 % 50.52 %
80° 14.98 313.33 254 % 53.06 %
50% 85° 13.09 326.42 2.22% 55.28 %
90° 11.70 338.12 1.98 % 57.26 %
95° 10.92 349.04 1.85% 59.11 %
100° 10.92 359.96 1.85% 60.96 %
105° 12.36 372.32 2.09 % 63.05 %
110° 14.68 386.99 2.49 % 65.53 %
115° 16.92 403.92 2.87 % 68.40 %
120° 18.63 422.54 3.15% 71.55 %
125° 19.80 442.34 3.35% 74.91 %
130° 20.42 462.77 3.46 % 78.37 %
25% 135° 20.49 483.26 347%  81.84%
140° 19.98 503.24 3.38% 85.22 %
145° 18.89 522.12 3.20% 88.42 %
150° 17.24 539.36 2.92% 91.34 %
155° 15.12 554.48 2.56 % 93.90 %
160° 12.69 567.18 2.15% 96.05 %
165° 10.07 577.25 1.71% 97.75 %
170° 7.32 584.57 1.24 % 98.99 %
175° 4.45 589.02 0.75 % 99.75 %
0% v 180° 1.50 590.52 0.25% 100.00 %
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