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Luminaria Ensayo Lampara
Codigo CONTINUA 39W C. COTO Codigo CONTINUA 39W C. COTO Caédigo TL5 HO sup80 39W/840
Nombre Aplique 39W T5 dif cintes coto NombreAplique 39W T5 dif cintes cotd Numero 1
Familia - MARSET Fecha 25-10-2010 Posiciéon Universal
Eficiencia 59.05% Sist. de Coorden. Flujo Total 3100.00 Im
Valor Maximo 144.41 cd/klm Posicion C=270.00 G=5.00 Asimétrico
UGR
S =0.250

Reflectancias

Techo/Cavidad |0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3

Paredes 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

PDT 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Dimensiones del Logalista Lateral Vista Longitudinal
x=2H y=2H 12.4 13.3 13.2 141 13.6 10.9 11.8 11.7 12.6 13.6
x=2H y=3H 13.6 14.4 14.4 15.3 17.2 145 15.3 15.3 16.1 17.2
x=2H y=4H 14.0 14.7 14.8 15.6 19.0 16.3 171 17.2 17.9 19.0
x=2H y=6H 141 14.8 15.0 15.7 20.8 18.1 18.8 19.0 19.7 20.8
x=2H y=8H 141 14.8 15.0 15.7 21.7 19.0 19.7 19.9 20.6 21.7
x=2H y=12H 141 14.7 15.0 15.6 22.5 19.9 20.5 20.8 21.4 22.5
x=4H y=2H 12.9 13.7 13.8 14.5 141 114 12.2 12.3 13.0 141
x=4H y=3H 14.3 14.9 15.2 15.8 17.9 15.3 15.9 16.2 16.8 17.9
x=4H y=4H 14.8 154 15.7 16.3 19.9 17.3 17.8 18.2 18.8 19.9
x=4H y=6H 151 15.6 16.1 16.5 21.9 19.3 19.8 20.3 20.8 21.9
x=4H y=8H 15.2 15.6 16.1 16.6 22.9 20.3 20.8 21.3 21.7 22.9
x=4H y=12H 15.2 15.6 16.1 16.6 23.9 21.4 21.8 22.3 22.7 23.9
x=8H y=4H 154 15.8 16.3 16.8 20.2 17.6 18.0 18.5 19.0 20.2
x=8H y=6H 15.9 16.3 16.9 17.3 22.4 19.9 20.3 20.9 21.2 22.4
x=8H y=8H 16.1 16.5 171 17.4 23.6 21.1 21.4 22.1 22.4 23.6
x=8H y=12H 16.2 16.5 17.2 175 24.9 22.3 22.6 23.3 23.6 24.9
x=12H y=4H 15.6 16.0 16.5 16.9 20.2 17.6 18.0 18.5 19.0 20.2
x=12H y=6H 16.3 16.6 17.3 17.6 22.5 20.0 20.3 21.0 21.3 22.5
x=12H y=8H 16.6 16.9 17.6 17.9 23.8 21.3 21.6 223 225 23.8
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